PROJ. REFERENCE NO. SHEET NO.

TCP-4

I((:)la\[) FE;! 1 - 22 r
cLOseD |48 X 30

THE FOLLOWING SOIL PARAMETERS WERE FURNISHED BY
NCDOT - GEOTECHNICAL ENGINEERING UNIT. THE FOLLOWING
SOIL PARAMETERS SHALL BE USED FOR THE DESIGN OF
TEMPORARY SHORING:

\ TYPE III BARRICADE(S)
NOTE: PLACE BARRICADES AT ENTRANCE UNIT WEIGHT OF SOIL ABOVE WATER TABLE ¥ = 120 PCF

OF GRAVEL DRIVE. UNIT WEIGHT OF SOIL BELOW WATER TABLE ¥ = 60 PCF
FRICTION ANGLE ¢ = 30°

g
// / ff f NOTES:

ROAD
NARROWS

W5-1

25 48" X 48" + | COHESION, C = 0 kPa
M.P.H. S !
W13-1 @
24" X 24"
DO NOT USE STANDARD SHORING DESIGN FROM -L- STA 18+60+/- TO

19+12.5+/-. CONTRACTOR IS RESPONSIBLE FOR SUBMITTING SHORING

STA 20+65+/- -Y-
END TRAFFIC SHIFT DESIGN.

TIE TO EXISTING MARKINGS

SHEET PILE EMBEDMENT WILL BE DIFFICULT TO OBTAIN DUE TO PRESENCE

2a 191804/ Y- , Ll OF ROCK. ROCK MAY BE PRESENT AT THE BOTTOM OF THE EXCAVATION
BEGIN TRAFFIC SHIFT ' Sl BASED UPON THE SUBSURFACE INFORMATION. SEE SUBSURFACE INVENTORY
p // i PRIOR TO DESIGNING THE SHORING SYSTEM.
/) ‘
’ g GROUNDWATER IS ASSUMED TO BE APPROXIMATELY EQUAL TO THE CREEK
//// /e LEVEL AT THE TIME OF CONSTRUCTION.
END TEMP. SHORING S
e /7 STA 19+69+/- -Y- THE TEMPORARY SHORING QUANTITY AND LIMITS WILL BE DETERMINED BY
S L E§?3¥§NgvéhAggaA1L THE ROCK ELEVATION. THE END BENT CAP EXCAVATION WILL EXTEND TO
.~ T1E PROP R TO EXIST ELEVATION 2692.7 FT. DEPENDING ON THE ACTUAL ROCK ELEVATION,
o SIGNIFICANTLY MORE OR LESS TEMPORARY SHORING MAY BE REQUIRED.

STA 10+12+/- -L-

STA 18+60+/- -Y-
BEGIN PCB

BEGIN TEMP. SHORING .ﬁw“
(NOT BARRIER SUPPORTED) P

' ¢
STA. 19+00+/ -

PROP GUARDRAIL

p\b3805_tc_tcp04.dgn
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STA. 11+40+/- -L- ROAD 4%1,,1)(-320 " < ;_)2(
END EXISTING GUARDRAIL CLOSED :

STA. 11+50+/- -L-

-Y- STA 18+60+/ -

M4-10L
48"X18"

TYPE III BARRICADE

STA. 12+80+/- -L-

STA 18+00+/- -Y-
END TRAFFIC SHIFT ;!

STA. 13+50+/- -L- TEMP. SHORING (NOT BARRIER SUPPORTED)~/'
(FROM -Y- STA 18+60+/- TO STA 19+12.5+/-)

& o 50 40
N

. STA. 11+70+/- -L-

STA 17+15+/- -Y-
BEGIN TRAFFIC SHIFT
TIE TO EXISTING MARKINGS
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24 X 24" SEE TCP-1 FOR PAVEMENT MARKING SCHEDULE
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